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Maximum Lifting Load x Load Radius txm 40x3.7
Basic Boom Length m 10
Maximum Boom Length m 46
Main/Aux. Hoisting Wire Rope Speed m/min *74/37 Wire Rope Diameter
Main/Aux. Lowering Wire Rope Speed m/min *74/37 22 mm
Boom Hoisting Wire Rope Speed m/min *60 Wire Rope Diameter
Boom Lowering Wire Rope Speed m/min 60 16 mm
Swing Speed min”'(rpm) 3.8 (3.8)
Travel Speed km/h *1.9
Gradeability % (Degree) 40 (21.8)
Ground Pressure kPa(kgflcmz) 52.8 (0.54)
Engine Model ) HINO HO7C-TD
Engine Rated Output Power kW/min™ 132/2000
Operating Weight t 42.8 (with 10 m Boom + 40 t Hook)

Jg‘f\‘NO TE. ™ Figures in the table above are expressed in Sl units. Speeds marked with ™" will vary depending on

lnad values fo he annlied.



CX400 CRAWLER CRANE RATED LOADS FOR MAIN BOOM

Unit : to:
Working Boom length (m)
Radius (m) 10 13 16 19 22 25 28 31 34 37 40 43 46

3.5 40.00
3.7 40.00]  40.00{4.2mx
4.0 35.45 35.40] 32.65t[4.7mx
4.5 29.45| 29.35] 29.30| 27.35t[5.3mx
5.0 2515 25.05 25.00 24.95] 22.85t|5.8mx
5.5 21.90 21.80 21.75 21.70 21.65] 20.00t|6.4mx |6.9mx
6.0 19.40 19.30 19.20 19.15 19.10 19.05( 17.35t] 15.55t(7.5mx
7.0 15.70 15.65 15.55 15.50 15.45 15.35 15.30 15.25] 13.75t 8.6mx
8.0 13.20 13.10 13.00 12.95 12.90 12.80 12.75 12.65 12.60 11.95] 10.4049.1mx  }9.7mx
9.0 11.35 11.25 11.10 11.056 11.00 10.95]  10.85 10.80 10.70 10.70 10.25 9.05t 7.80t
10.0 9.7mx 9.80 9.70 9.65 9.55 9.50 9.45 9.35 9.25 9.25 9.15 8.80 7.75
12.0 10.30t 7.80 7.65 7.60 7.55 7.45 7.40 7.30 7.20 7.20 7.10 7.00 6.90
14.0 12.3mx 6.30 6.20 6.15 6.05 6.00 5.80 5.80 5.80 5.65 5.60 5.50
16.0 7.55t[14.9mx 5,25 5.15 5.05 5.00 4.90 4.80 4.75 4.65 4.55 4.45
18.0 5.80t{17.5mx 4.40 4.30 4.20 4.10 4.00 3.95 3.85 3.75 3.65
20.0 4.65t 3.80 3.70 3.60 3.50 3.40 3.35 3.25 3.156 3.05
22.0 20.1mx 3.20 3.10 3.00 2.90 2.85 2.75 2.65 2.55
24.0 3.75t|22.7mx 2.70 2.60 2.50 2.45 2.35 2.25 215
26.0 3.05t}25.3mx 2.30 215 2.10 2.00 1.90 1.80
28.0 2.50t127.9mx 1.90 1.80 1.70 1.60 1.50
30.0 2.00t 1.65 185 1.45 1.35 1.25
32.0 30.5mx 1.35 1.25 1.15 1.05
34.0 1.60t|33.1mx 1.05 0.95 0.85
36.0 1.25t|35.7mx 0.80{34.4mx

0.80t 0.80t

1. The rated loads are determined according to
prEN13000 rating on the condition that the machine is
stationed on firm,level ground.

2. To calculate the maximum load that can actually be
lifted,deduct weight of all lifting accessories,such as
main and aux.hooks,from figures shown above.

3. Working radius is the horizontal distance from the
swing center to the center of gravity of a lifted load.

4. The counterweight is 12.5ton.

5. Be sure to fully extend the side frames before operat-
ing the machine.

6. Correlation between the number of falls,maximum
rated loads,hook weights are shown in the table be-

low.
C:;:? ao ;ty V:Zgit Maximum rated loads (ton)
(ton) (ton) BGfall | 5fall | 41fall | 3fall [ 21fall | 1 fall
40 0.41 40.0 | 325 | 26.0 | 195 | 13.0 -
15 0.32 . - e 15.0 | 13.0 -
6.5 0.18 — - - -—- 6.5
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CX400 CRAWLER CRANE RATED LOADS FOR AUX. JIB (Loa‘g. O ACK HcCK}

Unit : ton
Working Boom length {m)
Radius (m) 13 16 19 22 25 28 31 34 37 40 43

4.4 6.50
4.5 6.50] 4.9mxB.50t
5.0 6.50 6.50
5.5 6.50 6.50 6.50
6.0 6.50 6.50 6.50 6.50| 6.6mx6.50t
7.0 6.50 6.50 6.50 6.50 6.50{ 7.1mx6.50t| 7.6mx6.50t
8.0 6.50 6.50 6.50 6.50 6.50 6.50 6.50] 8.2mxB.50t| 8.7mx6.50t
9.0 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50] 9.3mx6.50t| 9.8mx6.50t
10.0 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50
12.0 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50 6.50
14.0 13.3mo.50¢ 6.25 6.15 6.05 6.00 5.90 5.85 5.70 5.70 5.55 5.50
16.0 15.9m5.30 5.15 5.05 4.90 4.90 4.80 4.70 4.65 4.50 4.40
18.0 4.40 4.30 4.20 4,10 4.00{ 3.90 3.85 3.70 3.60
20.0 18.5mx4.254 3.70 3.60 3.50 3.40 3.25 3.20 3.10 3.n0
22.0 21.1mx3.40 3.10 3.00 2.90 2.75 2.70 2.60 )
240 7m@. 75 2.60 2.50 2.30 2.30 2.20 z.19
26.0 2.25 2.15 2.05 1.95 1.85 1.75
28.0 26.3mu2.20¢] 1.85 175 1.65 1.55 1.45
30.0 28.9mx1.75t 1.50 1.45 1.30 1.20
32.0 31.5mx1.3% 1.20 1.10] 31.0mud. 10t
33.0 1.10

1. The rated loads are determined according to
prEN13000 rating on the condition that the machine is
stationed on firm,level ground.

2. To calculate the maximum load that can actually
be lifted,deduct weight of all lifting accesso-
ries,such as main and aux.hooks,from figures
shown above.

Hook Weight
40t Hook 0.41
15t Hook 0.32t
6.5t Hook 0.18t

3. Working radius is the horizontal distance from the
swing center to the center of gravity of a lifted load.

4. The counterweight is 12.5ton.

5. Be sure to fully extend the side frames before operat-
ing the machine.
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SPECIFICATIONS

CX400 WORKING RANGES

CX400 WORKING RANGES
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